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LE G E N D SHA TYPE A CURB DEPRESSED CONCRETE CURB - MC 102.01 4 INCH CONCRETE SIDEWALK - MC-100.01
STA. 0+56 TO 0+76 RT LUCKETT STREET 28 SF STA. 0+06 TO 0+08 RT CARR AVENUE 5LF | | STA. 0+06 TO 1+04 RT CARR AVENUE 537 SF
STA. 0+55 TO 0+71 RT LUCKETT STREET 22 SF STA. 1404 TO 1+13 RT CARR AVENUE 9LF | | STA. 1438 TO 1+41 RT CARR AVENUE 15 SF
Py — LIMITS OF DISTURBANCE DETECTABLE WARNING SURFACE - MD SHA STD. NO. 655.40 STA. 1473 TO 1491 RT CARR AVENUE 18LF | | STA. 1+13 TO 1473 RT CARR AVENUE 281 SF
STA 0r6a RT CUCKETT STREET 10SF STA. 2+35 TO 2+56 RT CARR AVENUE 21LF | | STA. 1491 TO 2+35 RT CARR AVENUE 202 SF
- Ta CONCRETE SIDEWALK STA 0v68 LT L UCKETT STREET 10SF STA. 3+02 TO 3+19 RT CARR AVENUE 17 LF | | STA. 2+56 TO 3+02 RT CARR AVENUE 224 SF
. . :
e L - STA. 3+79 TO 3+92 RT CARR AVENUE 13LF | | STA. 3+19 TO 3+79 RT CARR AVENUE 287 SF i 50% DESIGN SUBMIS SION
CONCRETE CURB AND GUTTER TYPE A - MC 100.01 CUOE MA B N .
: =" STA. 0+66 TO 0+71 RT LUCKETT STREET 5LF | | STA. 3+92 TO 4+92 RT CARR AVENUE 504 SF S OF MAg ", Digitally signed
. g CONCRETE DRIVEWAY STA. 0+02 TO 0+06 RT CARR AVENUE 6LF SR H 9, % | by Sari Hijazi DECEMBER 2025
s : 7 INCH PORTLAND CEMENT CONCRETE PAVEMENT FOR DRIVEWAY - SF-2.1 AND SF-2.2 | | STA- 0+26 TO 0+91 RT LUCKETT STREET 308 SF SS R AT : GRAPHIC SCALE
. : STA. 0+08 TO 1+04 RT CARR AVENUE 107 LF 395 Tamaean - © 2 | Date:
STA. 1404 TO 1+13 RT CARR AVENUE 12 8Y 7 l'f( ) 1 2| 2025.12.24 20 0 10 20 40
v 50 ° 0. o0 5 o vo oC ° STA. 1+13 TO 1+73 RT CARR AVENUE 60 LF - % : g (m;:'lx!‘i"‘s : * = 09:01.25_05|00| |
50 60%0%00%0% 62 DETECTABLE WARNING SURFACE STA. 1473 TO 1491 RT CARR AVENUE 26 SY = AN ;s
©%02%0%02%0%09% STA. 1491 TO 2+35 RT CARR AVENUE 44 LF = L WS F S
e STA. 2+35 TO 2+56 RT CARR AVENUE 26 SY s S, S8 ” )
STA. 2+56 TO 3+02 RT CARR AVENUE 46 LF %, %Mo 5093k & $ SCALE: 17 = 20
STA. 3+02 TO 3+19 RT CARR AVENUE 20 SY “t, R e NS
PAVEMENT REMOVAL STA. 3+19 TO 3+79 RT CARR AVENUE 60 LF "2, SSIONAL BN o
STA. 3+92 TO 4+02 RT CARR AVENUE 10LF | [STA-3+79TO3+92RT CARR AVENUE 175Y SIS i
- PO Charles P. Johnson & Associates, Inc.
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SILT FENCE INLET PROTECTION TREE PROTECTION TREE REMOVAL
STA. 1+48 RT CARR AVENUE STA. 1+64 RT CARR AVENUE
STATION TYPE LOCATION
STATION LF LOCATION STA. 3+00 RT CARR AVENUE STA. 2+13 RT CARR AVENUE
3+25LT CURB INLET PROTECTION LUCKETT STREET
0+46 TO 0+91 45 LUCKETT STREET STA. 3+23 RT CARR AVENUE STA. 2+79 RT CARR AVENUE
3+35RT CURB INLET PROTECTION LUCKETT STREET
STA. 3+70 RT CARR AVENUE STA. 2+84 RT CARR AVENUE
0+34 RT CURB INLET PROTECTION DAWSON AVENUE
STA. 4+05 RT CARR AVENUE STA. 2+86 RT CARR AVENUE
0+83 LT CURB INLET PROTECTION DAWSON AVENUE
STA. 4+22 RT CARR AVENUE STA. 3+00 RT CARR AVENUE
0+48 RT AT-GRADE INLET PROTECTION CARR AVENUE
STA. 4+57 RT CARR AVENUE
STA. 4+84 RT CARR AVENUE
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AT-GRADE INLET PROTEGTION PROFESSONL CERIFATION Charles P. ]Ohnson & Associates, Inc.
e on A EnE R civil and Environmental Engineers - Planners - Landscape Architects - Surveyors
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/ ST DAWSON AVENUE

SEQUENCE OF CONSTRUCTION

THIS SEQUENCE PROVIDES THE MINIMUM PROJECT MILESTONES AND STEPS CAN BE MODIFIED AS DIRECTED BY
/ THE CITY SC INSPECTOR.

THE CONTRACTOR MUST CONTACT MISS UTILITY AT 1-800-257-7777 FOR MARKING OF UTILITIES. UTILITIES MUST BE
MARKED PRIOR TO PRE-CONSTRUCTION MEETING. REQUIREMENTS FOR STORMWATER MANAGEMENT
527 BEALL /4 \/E/\/UE INSPECTIONS AND SUBMISSION OF AS-BUILT DRAWINGS, INCLUDING MATERIAL TICKETS MUST BE DISCUSSED AT
U‘E o THE PRE-CONSTRUCTION MEETING.
2+

r | C\P S ON A\]E/N/\ STABILIZATION MEASURES AND SCHEDULE MUST BE IN COMPLIANCE WITH THE MARYLAND DEPARTMENT OF THE
| —\ D AW /\NA\( ENVIRONMENT (MDE) STANDARDS AND SPECIFICATIONS AND THE STANDARD STABILIZATION NOTE ON THIS PLAN.
_— OTR\GHT—OF‘ THE LIMITS OF DISTURBANCE AND THE LOCATIONS OF TREE SAVE MEASURES MUST BE STAKED IN THE FIELD

— 5 PRIOR TO THE PRE-CONSTRUCTION MEETING.

A ALL TREE REMOVAL AND TREE IMPACT MITIGATION MUST BE PREFORMED BY A CONTRACTOR WHO IS BOTH AN ISA

/ CERTIFIED ARBORIST AND MD LICENSED TREE EXPERT.
-

/ = 1. THE CONTRACTOR MUST HOLD A PRE-CONSTRUCTION MEETING AT THE SITE WITH AUTHORIZED
/ — REPRESENTATIVES OF THE DEPARTMENT OF PUBLIC WORKS (DPW) AND THE FORESTRY INSPECTOR BEFORE
/ COMMENCING AND LAND DISTURBANCE ACTIVITY. THE SPECIFIC PROJECT SEQUENCE WILL BE DISCUSSED AT

/ — THE PRE-CONSTRUCTION MEETING.

/ THE CONTRACTOR MUST CONTACT THE FOLLOWING WITH A MINIMUM OF 48 HOURS NOTICE TO SCHEDULE THE
— PRE-CONSTRUCTION MEETING:
/ A. CITY SEDIMENT CONTROL (SC) INSPECTOR AS LISTED ON PERMIT.
B. CITY PROJECT INSPECTOR AS LISTED ON PERMIT.
C. FORESTRY INSPECTOR AS LISTED ON PERMIT.
D. THE CONTRACTOR MUST ALSO BE PRESENT AT THE PRE-CONSTRUCTION MEETING.

\ | >
o , g 2. WHEN APPLICABLE AND WITH THE FORESTRY INSPECTOR'S PERMISSION, PERFORM TREE IMPACT MITIGATION
‘9* LII_ | MEASURES AND INSTALL TREE SAVE FENCE AS DIRECTED BY FORESTRY INSPECTOR. CLEAR TREES AND CALL
g @) r -I , THE FORESTRY INSPECTOR FOR INSPECTION AND PERMISSION TO PROCEED.
— _—— ]
——it —— =
N I 3. WITH THE CITY SC INSPECTOR'S PERMISSION INSTALL SEDIMENT CONTROL MEASURES. NO FURTHER ACTIVITY
L ,9 L J 2 74 0/4 WSON /4 \/E/\/UE IS PERMITTED UNTIL THE SC INSPECTOR CONFIRMS THAT ALL REQUIRED SEDIMENT CONTROL MEASURES ARE
N 5\7 350 o o PROPERLY INSTALLED
) -
> =
e @) 4. SEDIMENT CONTROL AND TREE PROTECTION DEVICES WILL BE MAINTAINED IN ACCORDANCE WITH ALL

APPLICABLE MDE AND CITY OF ROCKVILLE REGULATIONS.

BEALL AVENUE |

60’ RIGHT-OF-WAY

5. BEGIN GRUBBING AND ROUGH GRADING. ALL DIRT AND MATERIALS MUST BE STORED WITHIN THE LIMITS OF
DISTURBANCE OR IMMEDIATELY HAULED OFFSITE FOR DISPOSAL.

LOREST AVENUE

6. BEGIN CONSTRUCTION OF NEW CURB AND GUTTER, DRIVEWAY APRONS, AND SIDEWALK.

7. FINE GRADE AND TOPSOIL PER STANDARDS AND SPECIFICATIONS FOR TOPSOIL IN ON THIS PLAN.

8. PERFORM FINAL PAVEMENT RESURFACING OPERATIONS.

9. COMPLY WITH ALL REQUIREMENTS OF THE FORESTRY PERMIT, AS APPLICABLE. ONCE THE SITE IS STABILIZED
AND WITH THE CITY'S SC INSPECTOR'S PERMISSION, REMOVE THE SEDIMENT CONTROL MEASURES AND
STABILIZE THE AREAS DISTURBED BY THEIR REMOVAL.

|
|
|
| MATC H L I N E S E E S H E ET ES'O 1 10. SUBMIT AS-BUILT DRAWINGS AND MATERIAL TICKETS TO DPW IF A CONDITION OF THE PWK AND/OR SMP
|| .

----i-------------------- PERMIT(S) REQUIRES IT.
LUCKETT STREET INLET PROTECTION DAWSON AVENUE INLET PROTECTION

SCALE: 1"=20'-0"

SCALE: 1"=20'-0"

INLET PROTECTION
STATION TYPE LOCATION
3+30 RT CURB INLET PROTECTION LUCKETT STREET
3+33 LT CURB INLET PROTECTION LUCKETT STREET
0+83 LT CURB INLET PROTECTION DAWSON AVENUE
0+25 RT CURB INLET PROTECTION FOREST AVENUE
50% DESIGN SUBMISSION
\\‘\“ < O.F. MA R }’l"",
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Rockville

Get Into It

EROSION AND SEDIMENT CONTROL NOTES

November 2016

The Applicant must obtain inspection and approval by the City of Rockville Department of Public
Works (DPW) at the following points:

a, At the rr::_luircd preconstruction meetings.

b.  Following installation of sediment control measures and prior to any other land disturbing
activity,

c.  During the installation of a sediment basin or stormwater management structure ar the
required inspection points (see Inspection Checklist on plan}. Notification prior to
commencing construction is mandatory,

d.  Prior to removal or modification of any sediment control devices.

Prior to final acceptance,

5]

J""'L“ L't'nﬁi(m C{)ntr(:! MeAsUres are to I}C i }ﬂ\‘itnlctcd Elﬂd mﬂintﬂinl:i:l il'l }lccﬂrdﬂﬂc(.' \Vith Elpplil:ﬂblf_'
published standards and specifications and the most current "Maryland Standards and Specifications
for Soil Erosion and Sediment Control.”

The Applicant shall construct all erosion and sediment control measures per the approved plan and
construction sequence, shall have them inspected and approved by DPW prior to beginning any
other land disturbances, shall ensure that all runoff from disturbed areas is directed to the sediment
control devices and shall not remove any erosion or sediment control measures without prior
permission from DPW.

Any request for changes to the approved sediment control plan or sequence of construction must be
submitted to the DPW Sediment Control Inspector and approved before implementing changes.
Major changes will require a plan revision.

The Applicant shall protect all points of construction ingress and egress to prevent the deposition of
materials onto traversed public thoroughtare(s). All marerials deposited onto public thoroughfare(s)
shall be removed immediately.

The Applicant shall inspect daily and maintain continuously in effective operating condition all
erosion and sediment control measures until such tme as they are removed with prior permission
from the DPW Sediment Control Inspector.

All sediment basins, trap embankments, swales, perimeter dikes and permanent slopes steeper or
equal to 3:1 shall be stabilized with sod, seed and anchored straw mulch or other approved
stabilization measures, within seven calendar days of establishment, All areas disturbed outside of the
perimeter sediment control system must be minimized and stabilized immediately. Maintenance must

9.

10,

“n

16.

. The Applicant shall install a sp

be performed as necessary to ensure continued stabilization. Restabilization or oversceding will be
required, if necessary.

The Applicant shall apply sod, seed and anchored straw mulch, or other approved stabilization
measures to all disturbed areas within seven (7) calendar days after seripping and prading activities
have ceased on that area. Maintenance shall be performed as necessary to ensure continued
stabilization. Orther active construction areas that are nort being actively graded (i.e. routes for
construction vehicles within a site) may be required to be stabilized at the direction of the inspector.
Stockpiles, which have not been used for seven (7) calendar days, shall be stabilized through the
application of sod, sced, and anchored straw muleh, or other approved stabilization methods.

Prior to removal of sediment control measures, the Applicant shall stabilize all contributory disturbed
areas using sod or an approved permanent seed mixture with required soil amendments and an
approved anchored mulch. Wood fiber mulch may only be used in seeding season to promote sheet
flow drainage. Areas broughr to finished grade during the seeding season shall be permanently
stabilized within seven (7) calendar days of establishment. When property is brought to finished
grade during the months of November through February, and permanent stabilization is found to be
impractical, approved temporary seed and straw anchored mulch shall be applied to disturbed areas.
The final permanent stabilization of such property shall be completed prior to the following April 15.

The site work, materials, approved Sediment Control and Stormwarer Management Plans, and any
required test reports shall be available, at the site for inspection by duly authorized officials of the
City of Rockyille,

. Surface drainage flows over unstabilized cur and fill slopes shall be controlled by either preventing

dfﬂ.inﬂ.gi.' ﬂﬂ“—'!‘i t‘f(ﬁﬂl trﬂvcrﬁing T.'i']L' Nl('.lpﬁ.‘.‘i 0 h\ iﬂﬁtﬂ”il—]g ﬂl(_‘l:hﬂl'lif_'éil dﬂ\'iCCS T ln‘\‘i,'f_'l' 1'1']L' water
downslope without causing erosion. Dikes shall be installed and maintained at the top of cut or fill
slopes until the slope and drainage area to it are fully stabilized, at which time they must be tfemoved
and final grading done to promote sheet flow drainage. Mechanical devices must be provided at
points of concentrated flow where erosion is likely to occur.

Permanent swales or other points of concentrated water flow shall be stabilized with sod or seed with
approved erosion control matting ot by other approved stabilization measures,

. Temporary sediment control devices shall be removed, with permission of DPW, within 30 calendar

days following establishment of permanent stabilization in all contributory drainage areas. If
establishment is not full and uniform as determined by the DPW Sediment Control Inspector,
overseeding will be required. Stormwater management structures used temporarily for sediment
control shall be converted to the permanent configuration within this time period as well,

. No permanent cut or fill slope with a gradient steeper than 3: [ will be permitted in lawn maintenance

areas. A slope gradient of up to 2:1 will be permitted in areas that are not to be maintained provided
that those areas are indicated on the erosion and sediment control plan with a low-maintenance
ground cover specified for permanent stabilization. Slope gradient steeper than 2:1 will not be
permitted with vegerative stabilization,

ash block at the bottom of each downspout unless the downspout is
connected by a drain line to an acceptable outlet.

All water pumped from an excavation during construction shall be pumped either to sediment tanks
and/or sediment traps. No water will be pumped to the storm drain system or swale. De-watering

29

19,

20,

21,

22,

23,

shall be performed in accordance with the most current Maryland Standards and Specifications for
Soil Erosion and Sediment Control.

For finished grading, the Applicant shall provide adequate gradients so as to: (1) prevent water from
standing on rthe surface of lawns more than 24 hours after the end of a rainfall, except in designared
drainage courses and swale flow arcas which may drain as long as 48 hours after the end of a rainfall,
and (2) provide positive drainage away from all building foundations or openings.

. Sediment traps or basins are not permitted within 2(0-feet of a building, which exists or is under

construction. No building may be constructed within 20-feet of a sediment trap or basin.

All inlets in non-sump areas shall have asphalt berms installed at the time of base paving to direct
runoff to inlets.

The DPW Sediment Control Inspector has the option of requiring additional sediment control
measures, if deemed necessary.

All trap elevations are relative to the outlet elevation, which must be on existing undisturbed ground.

Vegetative stabilization shall be performed in accordance with the most current Maryland Standards
and Specifications for Soil Erosion and Sediment Control.

Temporary sediment trap(s) shall be cleaned out and restored to the original dimensions when
sediment has accumulared to a point one-half the depth berween the outlet crest and the bottom of
the trap.

S{fdllml_‘ﬁt 1'(_'|'!'I(}V{_’L'1 Ff“lTl T.Tﬂpﬁ ‘r]'l‘ln 1'){_' PlﬂCL"Ci f»li'ld Ht:li'}]lllizt'd in Elppl"{}"l_'d arcas in :-;uch 4 manner thflt
it does not foul existing or proposed storm drainage systems or areas already stabilized. Sediment
shall not be placed within a flood plain or wetand.

5. All sediment basins and traps must be surrounded with a welded wire safety fence. The fence must

.c-"‘.-‘ i 1 JUra Ly ol g $ : 1rht-fi g b __.I b
be at least 42-inches high, have posts spaced no farther apart than eight-feer, have mesh openings no
greater than rwo-inches in width and four-inches in height with a minimum of 14 gauge wire. Safety
fence must be maintained in good condition at all umes.

. Offsite spoil or borrow areas must have approved sediment control plans.

Protect all trees to be preserved during construction in accordance with the approved Forest
Conservation Plan.

. The Applicant is responsible for all actions of contractor and subcontractors, including repairing
damage to sediment control devices and existing infrastructure.

. The Applicant shall comply with all provisions of the NPDES Construction Discharge Permit. A
copy of the permit and all required reports shall be available on site at all times,
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STANDARD SYMBOL

DETAIL E-1 SILT FENCE \ SF—|
6 FT MAX,
R CENTER TO CENTER 36 IN MIN. FENCE POST LENGTH

;,/-

16
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-l DRIVEN MIN. 16 IN INTO GROUND

IN MIN. HEIGHT OF

VEN SUIT FILM GEOTEXTILE

[

ELEVATION
36 IN MIN. FENCE N
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WOVEN SUT FILM
GEOTEXTILE

EMBED GEOTEXTILE

MIN, OF 8 IN VERTICALLY
INTO THE GROUND, BACKFILL
AND COMPACT THE SOIL ON
BOTH SIDES OF GEOTEXTILE.

FLOW

NEONEN

1

CROSS SECTION

e
gy

(g |

R N A AN
N MIN. DEPTH

INTO GROUND

FENCE POST 18 IN MIN.
— ABOVE GROUND

UNDISTURBED
GROUND

— FENCE POST DRIVEN
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EENCE SECTIONS (TOP VIEW)

1 0F 2

MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

U.S. DEPARTMENT OF AGRICULTURE
NATURAL. RESOURCES CONSERVATION SERVICE
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MARYLAND DEPARTMENT OF ENVIRONMENT
WATER MANAGEMENT ADMINISTRATION

STANDARD SYMBOL

DETAIL E-1  SILT FENCE e

STANDARD SYMBOL

DETAIL E-9-2 AT-GRADE INLET PROTECTION :EI:AGIP

CONSTRUCTION SPECIFICATIONS
1.

USE WOOD POSTS 1% X 1% + Me INCH (MINIMUM) SQUARE CUT OF SOUND QUALITY HARDWOOD. AS
AN ALTERNATIVE TO WOODEN POST USE STANDARD "T" OR "U" SECTION STEEL POSTS WEIGHING NOT
LESS THAN 1 POUND PER LINEAR FOOT.

USE 36 INCH MINIMUM POSTS DRIVEN 16 INCH MINIMUM INTO GROUND NO MORE THAN 6 FEET APART.

USE WOVEN SUT FiLM GEOTEXTILE AS SPECIFIED IN SECTION H~1 MATERIALS AND FASTEN GEOTEXTILE
SE(JUREI.}I_’I TO UPSLOPE SIDE OF FENCE POSTS WITH WIRE TIES OR STAPLES AT TOP AND
MID—SECTION.

PROVIDE MANUFACTURER CERTIFICATION TO THE AUTHORIZED REPRESENTATIVE OF THE
INSPECTION /ENFORCEMENT AUTHORITY SHOWING THAT THE GEOTEXTILE USED MEETS THE
REQUIREMENTS IN SECTION H-1 MATERIALS,

EMBED GEOTEXTILE A MINIMUM OF 8 INCHES VERTICALLY INTO THE GROUND. BACKFILL AND COMPACT
THE SOIL ON BOTH SIDES OF FABRIC.

WHERE TWO SECTIONS OF GEOTEXTILE ADJOIN: OVERLAP, TWIST, AND STAPLE TO POST IN
ACCORDANCE WITH THIS DETAIL.

EXTEND BOTH ENDS OF THE SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT
45 DEGREES TO THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING AROUND THE ENDS
OF THE SILT FENCE.

REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP IN SILT FENCE OR WHEN

SEDIMENT REACHES 25X OF FENCE HEIGHT. REPLACE GEOQOTEXTILE IF TORN. IF UNDERMINING OCCURS,
REINSTALL FENCE.
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[MAXIMUM DRAINAGE AREA = 1 ACRE|

% IN GALVANIZED — % 70 1% IN STONE
HARDWARE CLOTH

NONWOVEN GEQTEXTILE —

..Unl_.
=

= y
6 IN
BLAN / CUT AWAY VIEW
&N % IN HARDWARE CLOTH _
Y % T0 1% IN STONE
6 IN—
1
1y INLET GRATE
NONWOVEN GEOTEXTILE
R
CROSS SECTION

c TRUC PECIFICATION

1. USE NONWOVEN GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS.

2. LIFT GRATE AND WRAP WITH NONWOVEN GEOTEXTILE TO COMPLETELY COVER ALL OPENINGS. SECURE
WITH WIRE TIES AND SET GRATE BACK IN PLACE.

3. Ia%:% CLEAN % TO 1)% INCH STONE OR EQUIVALENT RECYCLED CONCRETE 6 INCHES THICK ON THE

4. STORM DRAIN INLET PROTECTION REQUIRES FREQUENT MAINTENANCE. REMOVE ACCUMULATED
SEDIMENT AFTER EACH RAIN EVENT TO MAINTAIN FUNCTION AND AVOID PREMATURE CLOGGING. IF
INLET PROTECTION DOES NOT COMPLETELY DRAIN WITHIN 24 HOURS AFTER A STORM EVENT, IT IS
glﬁ%GgE_gN EVHEN THIS OCCURS, REMOVE ACCUMULATED SEDIMENT AND CLEAN, OR REPLACE GECTEXTILE
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STANDARD SYMBOL

DETAIL E-9-3 CURB INLET PROTECTION :,-n_-l_:(;.p

[ MAXIMUM DRAINAGE AREA = % ACRE |
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SANDBAG OR
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NONWOVEN
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% N 2 IN x 4 IN SPACER
ﬁﬁ%ﬁ,’%m 2N x 4 IN WEIR SECTION A—A
CLOTH EDGE OF GUTTER PAN
ISOMETRIC
CONSTRUCTION SPECIFICATIONS

—
.

USE NOMINAL 2 INCH x 4 INCH LUMBER
USE NONWOVEN GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS.
NAIL THE 2x4 WEIR TO 9 INCH LONG VERTICAL SPACERS (MAXIMUM & FEET APART),

Eal I

ATTACH A CONTINUQUS PIECE OF J INCH GALVANIZED HARDWARE CLOTH, WITH A MINIMUM WIDTH OF
30 INCHES AND A MINIMUM LENGTH OF 4 FEET LONGER THAN THE THROAT OPENING, TO THE 2x4
WEIR, EXTENDING IT 2 FEET BEYOND THROAT ON EACH SIDE.

5. PLACE A CONTINUQUS PIECE OF NONWOVEN GEOTEXTILE OF THE SAME DIMENSIONS AS THE HARDWARE
CLOTH OVER THE HARDWARE CLOTH AND SECURELY ATTACH TO THE 2x4 WEIR.

6. PLACE THE ASSEMBLY AGAINST THE INLET THROAT AND NAIL TO 2x4 ANCHORS (MINIMUM 2 FEET
LENGTH). EXTEND THE ANCHORS ACROSS THE INLET TOP AND HOLD IN PLACE BY SANDBAGS OR
OTHER APPROVED ANCHORING METHOD.

7. INSTALL END SPACERS A MINIMUM GF 1 FOOT BEYOND THE ENDS OF THE THROAT OPENING.

8. FORM THE HARDWARE CLOTH AND THE GEOTEXTILE TO THE CONCRETE GUTTER AND FACE OF CURB TO
SPAN THE INLET OPENING. COVER THE HARDWARE CLOTH AND GEOTEXTILE WITH CLEAN % TO 1% INCH
STONE OR EQUIVALENT RECYCLED CONCRETE.

9. AT NON-SUMP LOCATIONS, INSTALL A TEMPORARY SANDBAG OR ASPHALT BERM TO PREVENT INLET
BYPASS.

1C. STORM DRAIN INLET PROTECTION REQUIRES FREQUENT MAINTENANCE. REMOVE ACCUMULATED
SEDIMENT AFTER EACH RAIN EVENT TC MAINTAIN FUNCTION AND AVOID PREMATURE CLOGGING. (F
INLET PROTECTION DOES NOT COMPLETELY DRAIN WITHIN 24 HOURS AFTER A STORM EVENT, IT IS
CLOGGED. WHEN THIS OCCURS, REMOVE ACCUMULATED SEDIMENT AND CLEAN, OR REPLACE
GEOTEXTILE AND STONE.
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Anchar posts
shall be steel
U - channel sign post
6 ft. Length,
2 Inch Width

Fence shall be
fastened to
anchor posts
using wire or
heavy-duty
plastic ties

Fence material
shall not be
fastened or
nailed to trees
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Limits of Disturban®®

distance between posts
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Anchor posts shall be set in soil
to a depth of 18 to 22 inches

1 1
S —— 6 foot MaximuMm  c——— tensile strength
1 1
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Unless trees are already protected by means of sediment and erosion control devices

such as super silt fence, tree protection fencing shall be installed along the approved
limits of disturbance before any clearing, grading or construction activities begin; and, shall be
maintained throughout all active phases of construction. If for any reason DPS determines that
polyethylene barrier fence is not providing effective protection, other forms of tree protection

such as 14-gauge welded wire or chain link fencing may be required as a replacement

Fence material shall be
orange, red or yellow
colored heavy duty
warning barrier fence
Palyethylene with

UV stablizer and
minimum of 5000 R.S.1.

3

4 foot
fence height
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TREE PROTECTION FENCE TO
BE ERECTED IN LINE WITH ROOT
PRUNING TRENCH. FENCE,
TRENCH, AND LOD ARE THE
SAME LINE. SEE SEPARATE
DETAIL FOR FENCE
SPECIFICATIONS

ROOT PRUNE TRENCH 24"
MIN DEPTH CR AS
DETERMINED AT
PRECONSTRUTION MEETING

¢

ROOT PRLNING TRENCH —/

—] f—— 6" MAXWIDTH
TREE SAVE AREA

NOTES:

1. RETENTION AREAS WILL BE SET AS PART OF THE REVIEW PROCESS AND PRECONSTRUCTION
MEETING.

2. BOUNDARIES OF RETENTION AREAS MUST BE STAKED AT THE PRECONSTRUCTION MEETING
AND FLAGGED PRICR TO TRENCHING.

3. EXACT LOCATION OF TRENCH SHALL BE DETERMINED N THE FIELD IN COORDINATION WITH
THE FOREST CONSERVATION (FC) INPECTOR .

4. TRENCH SHOULD BE IMMEDIATELY BACKFILLED WITH EXCAVATED SOIL OR OTHER ORGANIC
SOIL AS SPECIFIED PER PLAN OR BY THE FC INSPECTOR.

5. ROOTS SHALL BE CLEANLY CUT USING VIBRATORY KNIFE OR OTHER ACCEPTABLE
EQUIPMENT.

6. ALL PRUNING MUST BE EXECUTED WITH LOD SHOWN ON PLANS OR AS AUTHORIZED IN

NOTES:

1. ALL AREAS OUTSIDE LOD SHALL BE CONSIDERED TREE PRESERVATION
AREAS TO BE LEFT UNDISTURBED.

2. SEE TREE PROTECTION FENCE DETAIL, THIS SHEET.

3. TREE PROTECTION FENCE SHOWN ON ALL SHEETS OUTSET FROM LOD FOR
VISUAL PURPOSES ONLY.

4. EXISTING PAVEMENT REMOVAL ADJACENT TO ALL TREES ON ALL SHEETS

SHALL BE REMOVED CAREFULLY USING HAND TOOLS OR MECHANIZED
EQUIPMENT, AS DIRECTED BY LICENSED TREE EXPERT.

MONTGOMERY COUNTY TREE PROTECTION WRITING BY THE FC INSPECTOR 50% DESIGN SUBMISSION
DATE: 6 /14 . y
DEPARTMENT OF PERMITTING FENCING "a, JULY 2025
SERVICES DETAIL Digitally signed by 46 Z
. Sari Hijazi Tz
SCALE: NONE ROOT PRUNING DETAIL Date: 2095,07.16 E
NTS 23:51:53-04'00' I3
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